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mobile concrete batching & mixing systems

mobile • self-contained • self-erecting

• 100 Hp Diesel Engine
• 100 Gallon Hydraulic Tank
• 13 Cubic Yard Rock Bin
• 10 Cubic Yard Sand Bin
• 262 Sq. Ft. Cartridge- Jet Clean Dust Collector
• Fold Out Bin Wing
• 58 Ton Cement Storage
• 660 Gallon Water Surge Bin
• 400 Gallon Water Weigh Bin
• 110 Cubic Ft. Cem. Weigh Bin
• 4’-6”x 5’x6” Control House
• Support Screw Jacks (10)
• Hydraulic Leveling Jacks (4)
• Cement Weight Bin Dust Collector (25 Sq. Ft.)
• 30”x350 Trough Conveyor
• 5 Bank Leveling & Erection Valve
• Weight Lbs.
• 2000 Watt  Inverter-120 Volt AC
• 2” 160 GPM Hydraulic Powered Water Pump
• 26 CFM Air Compressor
• 60 Gallon Diesel Fuel Tank
• Water Fill Valve 6”
• Water Discharge Valve 6”
• Cement Fill Valve 12”
• Cement Discharge Valve 10”
• Conveyor Belt Speed-Variable 400 FPM Max
• Belt Capacity @ 400 FPM-800 TPH
• Normal 10 Yard Discharge Time- 1.5 To 2 Minutes
• Standard Plant Ready To Add 2 Feeder Belts And 1 Auxiliary Silo

Cemco 220/3D Mobile Batch Plant (three aggregate bins)

Also available with two aggregate bins (Model 220/2D)
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Model 220/2D
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